Dimensions (Meters)

Design Vehicle Type Symbol Overall Overhang Wheelbases
Height Width Front Rear WB1 WB2 S T WB3 WB4

Passenger car P 130 213 579 0.91 152 335
Single unit truck su 411 250 914 |12 1.83 |6.10
Single unit bus BUS 411 250 1219 | 213 244 | 762
Articulated bus A-BUS 3.20 250 1829 | 259 290 |5.49 1.22a 6.10a
School Bus S-BUS 411 244 1067 |o064 358 | 645
Combination trucks:

Intermediate Semitrailer WB-12 411 259 1524 | 122 183 |39 8.23

Large Semitrailer WB-15 4.11 250 1676 | o091 061 |6.10 9.14

Double Bottom” Semitrailer | \yg.18 411 259 1981 |o061 091 |29 6.10 122b  165b 637

- full-trailer

Interstate Semitrailer WB-19 411 259 2103 |oo91 091 |610 12.19-12.80

Interstate Semitrailer* WB-20 411 259 2256 | 091 091 |610 13721433

Triple Semitrailer WB-29 411 250 3109 |076 101 | 411 6.31 101c 183c 6.61

Turnpike Double Semitrailer WB-35 411 259 3597 |oe61 061 |671 12.91 061d  183d 1341 661
Recreation vehicles:

Motor home MH 2.44 914 |12 183 |6.10 5.49 152

gz 223 gir;'tpt?;jtlr :’rle' PIT 244 1494 | 091 305 |335 457 1.52

. PIB 244 1280 | o091 244 | 335 6.40 1.83
Motor home and boat trailer MH/B 244 1615 | 122 241 | 610

*The Indiana Design Vehicle (IDV) is equivalent to the WB-20.
A = Combined dimension 7.32, split is estimated.
B = Combined dimension 2.87, split is estimated.
C = Combined dimension 2.84, split is estimated.
D = Combined dimension 2.44, split is estimated.
WB1, WB2, WB3, WB4 are effective vehicle wheelbases.

Sisthedistance from the rear effective axle to the hitch point.

T isthe distance from the hitch point to the lead effective axle of the following unit.
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